
ES30V-A3
●ES50V-A3

ES80V-A3
ES100V-A3

●ES30V-A3Q
ES50V-A3Q
ES80V-A3Q

●ES100V-A3Q
ES50V-A3 HS
ES80V-A3 HS

●ES100V-A3 HS
ES50V-Color(S)
ES80V-Color(S)







95

75

47

28

Net weight
● (kg)

Capacity
(L)

a1
(mm)

b1
(mm)

c1
(mm)

d1
(mm)

e1
(mm)

f1
(mm)

ES30V-A3/A3Q

●

12

17

24

30

390

390

390

390

400

400

400

400

447

650

930

1160

100

100

100

100

200

200

200

200

157

198

508

568

ES50V-A3/A3Q
ES50V-A3 HS/ Color(S)

Model No.

a1

Haier

E

F

C

D

b1

c1

G

B Ad1

e1

f1

H

A: Hot water outlet    B: Cold water inlet   C: Inner chamber    D: Temperature measurement pipe 
E: Heating pipe    F: Magnesium rod    G: Wall hook    H: Support block

220-240V, 50Hz
●

Voltage

220
●

V, 50Hz

1500W 0.80MPa

0.80MPa

IPX4

IPX4

Not less than 0.05MPa

Not less than 0.05MPa

Rated
power 

Rated
pressure 

Waterproof
rating Water pressure

2500W

ES80V-A3/A3Q
ES80V-A3 HS/ Color(S)

ES100V-A3/A3Q
ES100V-A3 HS

A3/A3Q/Color(S) series

A3 HS series  

Model

75oC

Rated
temperature

75oC



 



data form, use impact drill to drill two holes of 12mm in
●



Heating indicator light
●

W
●

ater temperature knob



Quantity

Name of Parts Electric water heater
(Unit)

Safety valve
(Set)

Expandable Hook
(pc.)

Instruction Manual
(unit)

1
●

2 11






